Test Time Control For Loudness Measurements
New options for automatic control of loudness measurements with TouchMonitor units
Cologne, June 12, 2013 – RTW, a leading vendor of visual audio meters and monitoring devices for professional broadcast, production, post production and quality control, has expanded the options for controlling loudness measurements with its TouchMonitor units. 
With the issue of firmware update 2.50 for TM3 series, the Loudness menu provides a Test Time Control option. This sub menu is used to set the parameters for starting and stopping loudness measurements. In addition to a manual control by the use of on-screen keys and/or the GPI interface, full or semi-automatic measurements can also be defined. Therefore, the user can choose between an autostart after loading a preset or autostart when reaching the value of an adjusted gate, with or without an automatic reset of previous values. Loudness measurements can not only be terminated manually with on-screen keys and/or GPI commands, but also automatically by defining a threshold value and time span.
The combination of those parameters allow users to set an automatic, semi-automatic or manual loudness measurement process as required for different applications.

The Test Time Control option will also be available for TouchMonitor TM7, TMR7 and TM9 with the next firmware update for these units.
About RTW

For more than 45 years, Cologne-based RTW has accompanied the steady technological progress in the professional audio industry with innovative instruments and technologies for visual audio monitoring in broadcast, production, post production and quality control. Its state-of-the-art audio and loudness metering systems have an excellent reputation throughout the world. With groundbreaking products such as the Surround Sound Analyzer, the company has been a key vendor of professional broadcast and audio metering equipment for decades.

RTW’s range of products currently include the SurroundControl series for monitoring, controlling and routing stereo, multichannel and surround audio and the TouchMonitor range, which truly marks a paradigm shift in visual audio monitoring and loudness metering. Combining maximum flexibility and modularity with an intuitive touch-enabled surface and multichannel signal analysis, the TM7 and TM9 units are the essence of many years of experience. The attractively priced TouchMonitor TM3 entry-level system opens new markets, targeting applications such as journalist cubicles, edit suites and small control rooms. 

As part of its expansion into the U.S. market, in 2013 RTW established RTW International Corp. in Lancaster, Pennsylvania. The new office is the first U.S. location launched by RTW, showing the company’s dedication to supporting its customers and dealer networks in the U.S. The new U.S. office will house all customer service, repair and final product assembly activities for U.S.-based RTW customers.

For more information on RTW, visit www.rtw.de, www.facebook.com/rtw.de or call +49 221 709130. For more information on RTW International Corp., visit www.rtw.com or call 877-938-7221.
